
SLOPE: 1"/FT. (83 mm/m)

ACCESS
MODIFY OPEN GUTTER
TO SUIT PIPE LOCATION
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1. INVERT ELEVATIONS INDICATED ON SITE PLANS ARE MANHOLE L ELEVATIONS UNLESS

OTHERWISE NOTED. MATCH TOP OF PIPES @ MANHOLE.

2. INLET & OUTLET PIPE SIZES ACCORDING TO SITE PLAN.

3. C.I. MANHOLE FRAME & COVER: NEENAH R-1924 OR APPROVED EQUAL.
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FINISH CHANNELS W/SMOOTH UNIFORM
SURFACE. FOR "Y"s, USE COMBINATION
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GUTTER, SEE DETAIL B
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C.I. STEPS, SEE
DETAIL A, THIS SHEET

"Y" AND 1/8" (3 mm) BEND AS TEMPLATES

DETAIL B

OUTLET PIPE INVERT
MATCH GUTTER TO

OUTLET PIPE

1"/FT. (83 mm/m)
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MORTAR JOINTS

(1
52

 m
m

)

(3
05

 m
m

)

(1
02

 m
m

)

(1
52

 m
m

)

(305 mm)

2" (51 mm)

4. THE METRIC CONVERSIONS ARE PROVIDED IN PARENTHESIS
FOLLOWING THE ENGLISH UNITS.
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